
Point and shoot camera case 
 
This case can be made to fit any compact point-and-shoot camera. I made mine for my 
Canon Powershot.  
 
Materials 
Two pieces of fabric (such as quilting cotton), no bigger than a square foot each 
One scrap of fabric for the button loop 
Cotton batting 
Large button 
 
The case is basically two thick quilts joined together with French seams. To cut your 
fabric to the correct size you'll need to take some measurements.  
 
1. Measure your camera’s length, width and depth. For my camera, the width is 2 ¼" the 
length is 3 ½" and the depth ¾".  
 
2.  Time for some math! Add the width and depth then add two inches. Add the length 
and the depth and add two inches. These are the measurements for the outside fabric for 
your case. (For me this was 5  x  6 ¼" .) Cut two pieces of the fabric that will be the 
outside of your case to these measurements.  
 
3. Cut two pieces for the lining of the case the same width as the outside pieces but ½ " 
shorter. (My lining pieces were 5 x 5 ¾ ".) 
 
4. Cut the four pieces of batting 1 ½" shorter and 1" narrower than the outside piece (4" x 
4 ¾ "). (I doubled up my batting because I used lightweight batting. If you are using a 
heavyweight batting you could use one layer.) 
 
5. Place your outside fabric wrong side up and fold the top edge over in a ½ " fold. Press. 
Fold over again ½ " and press.  
 
6. Make your quilt sandwiches. With the outside fabric still wrong side up, place two 
pieces of batting so the top edge tucks under the second fold of the outside fabric and it is 
centered width-wise.  
 
7. Place the lining fabric right side up on top of the batting. The top edge should also tuck 
under the second fold of the outside fabric. The other edges should line up with the 
outside fabric. 
 
8. Edge stitch along the top fold of the outside fabric, so the raw edges of the batting and 
the lining fabric are encased. Do this for both quilt sandwiches. 
 
9. Now, put the two sandwiches together with the lining facing, and sew a ½ " seam 
around the sides and bottom of the case. Leave the top open. This seam should only catch 



the lining and outside fabric. If your math is correct, the batting should be just inside this 
seam. This prevents your seams from becoming too bulky. 
 
10. Trim the raw edges to ¼ " and cut the corner points, but not too close to the seam. 
Now turn your case inside out.  
 
11. Sew another ½" seam around the sides and bottom. This seam will encase the raw 
edges. Turn the case right side out and poke out the corners. The corners will be a little 
lumpy, but this will protect the corners of your camera from bumps. 
 
12. You should now have a neat little pocket that fits your camera perfectly.  
 
13. To make the button loop cut a 2 x 8 " strip of fabric. First fold over about ¼ " of ends 
of the strip and press. Then fold in half lengthwise and press. Open up the fabric and fold 
the raw edges in toward the crease. Fold at the crease and press. Edge stitch along the 
folded edges to encase the raw edges. You will have a ½ " strip.  
 
14. Fold the strip in half so the edge stitching is at the center to make a loop. Pin the ends 
side by side at the center of the back of the case.  Turn the case inside out and sew a 
rectangle a ¼ " from the edge of the strip ends and the top of the case. (Your presser foot 
will be inside the case as you do this part.). Then sew an X through the rectangle for extra 
strength. Turn the case right side out. 
 
15. With your camera in the case, place the button so the loop is easy to get around the 
button but tight enough to keep your camera snug. Sew the button on very securely. 
 
 
 
 


